Electrical Safety Audit

	Examination, installation, and use of equipment - 1910.303(b)

	Item
	Citation

	Electrical equipment shall be free from recognized hazards that are likely to cause death or serious physical harm to employees
	1910.303(b)(1)

	Suitability for installation and use in conformity with the provisions of this subpart. Suitability of equipment for an identified purpose may be evidenced by listing or labeling for that identified purpose.
	1910.303(b)(1)(i)

	Mechanical strength and durability, including, for parts designed to enclose and protect other equipment, the adequacy of the protection thus provided.
	1910.303(b)(1)(ii)

	Electrical insulation
	1910.303(b)(1)(iii)

	Heating effects under conditions of use
	1910.303(b)(1)(iv)

	Arcing effects
	1910.303(b)(1)(v)

	Classification by type, size, voltage, current capacity, specific use
	1910.303(b)(1)(vi)

	Other factors which contribute to the practical safeguarding of employees using or likely to come in contact with the equipment
	1910.303(b)(1)(vii)

	Splices - 1910.303(c)

	Conductors shall be spliced or joined with splicing devices suitable for the use or by brazing, welding, or soldering with a fusible metal or alloy. Soldered splices shall first be so spliced or joined as to be mechanically and electrically secure without solder and then soldered. All splices and joints and the free ends of conductors shall be covered with an insulation equivalent to that of the conductors or with an insulating device suitable for the purpose
	1910.303(c)

	Arcing parts - 1910.303(d)

	Parts of electric equipment which in ordinary operation produce arcs, sparks, flames, or molten metal shall be enclosed or separated and isolated from all combustible material.
	1910.303(d)

	Marking – 1910.303(e)

	Electrical equipment may not be used unless the manufacturer's name, trademark, or other descriptive marking by which the organization responsible for the product may be identified is placed on the equipment. Other markings shall be provided giving voltage, current, wattage, or other ratings as necessary. The marking shall be of sufficient durability to withstand the environment involved.
	1910.303(e)

	Identification of disconnecting means and circuits – 1910.303(f)

	Each disconnecting means required by this subpart for motors and appliances shall be legibly marked to indicate its purpose, unless located and arranged so the purpose is evident. Each service, feeder, and branch circuit, at its disconnecting means or overcurrent device, shall be legibly marked to indicate its purpose, unless located and arranged so the purpose is evident. These markings shall be of sufficient durability to withstand the environment involved
	1910.303(f)

	
	

	
	

	
	

	
	

	
	

	
	

	
	

	
	


