SCBA Inspection Form

Instructions: Date and initial form in upper left block. Note all pack and cylinder numbers in appropriate column headers. Follow instructions in first column for each pack and cylinder inspected. Write "OK" or check each block if action reveals no problems, otherwise, note problem and remove pack or cylinder from service and tag it for repair, noting date, initals, and problem on tag. 
	Date:

Inspector's Initials:
	Pack No.

Cyl. No.


	Pack No.

Cyl. No.
	Pack No.

Cyl. No.
	Pack No.

Cyl. No.
	Cylinder No.
	Cylinder No.
	Cylinder No.
	Cylinder No.

	Inspect pack for worn or cracked hoses, frayed harness webbing or damaged components
	
	
	
	
	
	
	
	

	Inspect facepiece for scratched or cracked lens, misshapen or worn gasket, or damaged components. Check that straps are fully extended, and that the facepiece is generally clean and has no detergent residue.
	
	
	
	
	
	
	
	

	Check the latest cylinder hydrostatic test date to ensure it is within 3 years
	
	
	
	
	
	
	
	

	Inspect cylinder for damage to metal parts or cylinder wrapping
	
	
	
	
	
	
	
	

	Check cylinder pressure gauge for "FULL" indication. If cylinder pressure is less than "FULL," replace with full cylinder
	
	
	
	
	
	
	
	

	Check to ensure reducer hose coupling is hand tightened to the cylinder valve outlet
	
	
	
	
	
	
	
	

	Check that the breathing regulator purge valve (red knob) is closed (full clockwise) and press the air saver switch
	
	
	
	
	
	
	
	

	Slowly open the cylinder valve by rotating knob counterclockwise. Check that Vibralert alarm activates, then stops. Check that there is no airflow from the facepiece
	
	
	
	
	
	
	
	

	Hold the facepiece to face to effect a good seal and check that inhaling sharply starts air flow
	
	
	
	
	
	
	
	

	Breath normally to check proper air flow and operation
	
	
	
	
	
	
	
	

	Remove facepiece from face and check that air flows freely
	
	
	
	
	
	
	
	

	Depress the air saver switch and check that air flow stops
	
	
	
	
	
	
	
	

	Rotate purge valve 1/2 turn counterclockwise and check that air flows freely
	
	
	
	
	
	
	
	

	Rotate purge valve 1/2 turn clockwise and check that air flow stops
	
	
	
	
	
	
	
	

	Push in and rotate cylinder valve knob clockwise to close. Open purge valve slightly to vent residual air pressure from system. Vibralert should actuate when pressure drops below 1000 psi. When airflow stops, return purge valve to fully closed position.
	
	
	
	
	
	
	
	

	Place regulator assembly in regulator holder
	
	
	
	
	
	
	
	

	Check that straps are fully extended and tucked
	
	
	
	
	
	
	
	

	Comments


	
	
	
	
	
	
	
	


